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 ƛǊƪ₳ǘƛƳƛȊ1 sentyabr2014-ŎǸ ƛƭŘ₳ǉǳǊǳƭƳǳǒǾ₳HSS (Health Safety Systems) ŀŘƤƛƭ₳ǘŀƴƤƴƳƤǒŘƤǊ.

HealthSafety Systems - fasadƛǒƛ, ƛǎƪ₳ƭ₳ƛǒƭ₳Ǌƛ, ƎƛǊƛǒ-œƤȄƤǒƴ₳ǊŘƛǾŀƴƭŀǊ, ƪǀǊǇǸƛǒƭ₳Ǌƛ, mobilƛǎƪ₳ƭ₳ƭ₳Ǌ, ǉ₳ƭƛōƭ₳Ǌ, ǉǸƭƭ₳ƭ₳Ǌ, ƘǸƴŘǸǊƭǸƪŘ₳Ƙ₳ǊƘŀƴǎƤbirƛǒ, œŜǾƛƪƛǎƪ₳ƭ₳sistemikimiƘ₳ǊƴǀǾƛǎƪ₳ƭ₳
ȄƛŘƳ₳ǘƭ₳ǊƛƎǀǎǘ₳Ǌ₳ƴǾ₳ōŜȅƴ₳ƭȄŀƭǉǎŜǊǘƛŦƛƪŀǘƭƤǇŜǒ₳ƪŀǊƛǎƪ₳ƭ₳œƛƭ₳Ǌqrupunasahib birǒƛǊƪ₳ǘŘƛǊ. Bu ǒƛǊƪ₳ǘtikintiǎ₳ƴŀȅŜǎƛƴŘ₳Ƙ₳ǊbirŜƘǘƛȅŀŎƤǉŀǊǒƤƭŀƳŀƐƤōƛƭ₳ƴiqtisadiǾ₳Ǌ₳ǉŀō₳ǘ₳qadir

Ƴ₳ƘǎǳƭƴǀǾƭ₳Ǌƛǘ₳ǉŘƛƳedir. HSS, ȅǸƪǎ₳ƪǘ₳ƘƭǸƪ₳ǎƛȊƭƛƪƎǀǎǘ₳ǊƛŎƛƭ₳Ǌƛƛƭ₳ǉǸǊǳǊduyurǾ₳ōǸǘǸƴƛǎƪ₳ƭ₳ƭ₳ǊƛT{h ǎŜǊǘƛŦƛƪŀǎƛȅŀǎƤƴŀǳȅƐǳƴŘǳǊ. BilikliǾ₳ǘ₳ŎǊǸō₳ƭƛƪŀŘǊƭŀǊƤƳƤȊƛǎƪ₳ƭ₳ŜƘǘƛȅŀŎƭŀǊƤƴƤȊƤson 
Ř₳Ǌ₳Ŏ₳ǘ₳ƘƭǸƪ₳ǎƛȊǾ₳tam ǇŜǒ₳ƪŀǊbirǒ₳ƪƛƭŘ₳ǘ₳ƳƛƴŜŘ₳Ŏ₳ƪŘƛǊ.  ƛǊƪ₳ǘƛƳƛȊȅǸƪǎ₳ƪƳ₳Ǌǘ₳ō₳ƭƛǘƛƪƛƭƛƭ₳Ǌ, o ŎǸƳƭ₳Ř₳ƴvaxtǾ₳ǘ₳ƘƭǸƪ₳ǎƛȊƭƛƪōŀȄƤƳƤƴŘŀƴƳ₳ƘŘǳŘƛȅȅ₳ǘƭƛƭŀȅƛƘ₳ƭ₳Ǌdaxilolmaqla

ƳǸǊ₳ƪƪ₳ōkonstruksiyalardaƛǒǘ₳ŎǊǸō₳ǎƛƴ₳malikdir. Bu ƎǸƴōƛȊƛƳƭ₳₳ƭŀǉ₳ǎŀȄƭŀȅƤƴǾ₳ǎƛȊ₳tam ƪŜȅŦƛȅȅ₳ǘƭƛƛǎƪ₳ƭ₳ȄƛŘƳ₳ǘƛƎǀǎǘ₳Ǌ₳Ŏ₳ȅƛƪ.

Our company was founded on the 1st September 2014 and intiallyknown as HSS (Health Safety System) 

Health Safety Systems is a company which provides any type of scaffolding services as Facade work, Access Ladders, Bridge Works,Mobile Scaffolds, Lift Shafts, Formworks, Towers, any 
work at altitude, flexible scaffolding system and has professional team of internationally certified scaffolders. It is a company providing an economical, competitive product selection 

suitable to any need in the temporary structure business. HSS is proud of our outstanding safety record and all our scaffolding is ISO Compliant. Our knowledgeable, experienced staff will 
provide for your scaffolding needs in a highly safe and professional manner. Our company is experienced in all types of scaffoldbuilds, including high rise structures and other advanced, 

time and security restricted projects. Contact us today and we will provide you with a quality full scaffolding service.
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General technical information about MP modular system
Á The MP multidirectional scaffoldingis the tƛƭƻǎƛƻΩǎsystem with most flexibility and

highestpossibilitiesof use even in complexsituationsthanksto the characteristicsof
quickassembly,greatmodularity,extremeadaptabilityandhighloadcapacity.

Á the MPmodularsystemconsistsof simplemodularcomponents
Á full rangeof accessoriesto meetanyneedson site
Á simple,fastandintuitive, the assemblyanddisassemblyoperationsareveryquick
Á it can be combinedwith other modelsof prefabricatedscaffoldingin caseof curved

structuresandwith no linearshapes
Á the MPstructuresare usedto replaceanyother systemof shoring,towersandcontrast

systems
Á the MP multidirectionalscaffoldingis the perfect combinationbetweenthe productivity

of the framescaffoldinganduniversalflexibilityof the tube andjoint system
Á a temporaryaluminumguardrailis availablefor the safeassemblyof scaffoldingwithout

havingto useuncomfortablepersonalprotectionequipmentagainstfalls.
Á Upto 8 ledgers/diagonalsper level
Á Heightintervalsat every50cm
Á Steelfinishing: hot deepgalvanized
Á Steel tubesq48.3 mm with wall thickness3,2 mm for standardsand 2.3 mm for

diagonalsandledgers
Á Tierheight2m
Á Normativeloadcapacityis2.0 kN/ m2
Á Thespacingof 83 cm with stepsup to 300 cm for maintenancewith maximumcapacity

of 150kg/m2 on the mostloadedsurface.
Á Spacingof 115cmwith spacingup to 250cmfor constructionwith maximumcapacityof

300kg/m2 on the mostloadedfloor.

NOTE: technicalspecificationsof the scaffolds(mobileor stationary)usedon the sitewill be
providedon the basisof the designsof the erectedstructuresandpresenteddirectly to the
customer

MP modulsistemiƘŀǉǉƤƴŘŀǸƳǳƳƛǘ₳ȅƛƴŀǘƭƤtexnikiƳ₳ƭǳƳŀǘ
ÁMPœƻȄƛǎǘƛǉŀƳ₳ǘƭƛiskeleǎǸǊ₳ǘƭƛmontaj, ₳ƭŀmodulluq, Ƙ₳ŘŘƛƴŘ₳ƴŀǊǘƤǉǳȅƐǳƴƭŀǒƳŀǾ₳
ȅǸƪǎ₳ƪȅǸƪƭ₳Ƴ₳ǉŀōƛƭƛȅȅ₳ǘƛǎŀȅ₳ǎƛƴŘ₳ƳǸǊ₳ƪƪ₳ōǾ₳Ȋƛȅȅ₳ǘƭ₳ǊŘ₳ōŜƭ₳₳ƴœƻȄœŜǾƛƪƭƛȅ₳Ǿ₳₳ƴ
ȅǸƪǎ₳ƪƛǎǘƛŦŀŘ₳ƛƳƪŀƴƭŀǊƤƴŀmalikolanPilosioƳ₳ƘǎǳƭǳŘǳǊ.

ÁMPmodulsistemiǎŀŘ₳modulƪƻƳǇƻƴŜƴǘƭ₳ǊŘ₳ƴƛōŀǊ₳ǘŘƛǊ
Á{ŀƘ₳Ř₳ƛǎǘ₳ƴƛƭ₳ƴŜƘǘƛȅŀŎƭŀǊƤǀŘ₳Ƴ₳ƪǸœǸƴŀƪǎŜǎǳŀǊƭŀǊƤƴtamœŜǒƛŘƛ
ÁǎŀŘ₳,ǎǸǊ₳ǘƭƛǾ₳intuitiv, montajǾ₳demontajǇǊƻǎŜǎƭ₳Ǌƛtezbir zamandaƘ₳ȅŀǘŀkecirilir.
Á₳ȅǊƛǾ₳ŘǸȊȄ₳ǘǘƭƛƪƻƴǎǘǊǳƪǎƛȅŀƭƤprefabrikiskalaƳƻŘŜƭƭ₳Ǌƛƛƭ₳ōƛǊƭ₳ǒŘƛǊƛƭ₳ōƛƭ₳Ǌ.
ÁMPǎǘǊǳƪǘǳǊƭŀǊƤƘ₳ǊƘŀƴǎƤŘƛƎ₳Ǌdayaqsistemi,ǉǸƭƭ₳ƭ₳ǊǾ₳kontrastǎƛǎǘŜƳƭ₳Ǌƛ₳Ǿ₳ȊŜǘƳ₳ƪ
ǸœǸƴƛǎǘƛŦŀŘ₳olunur

ÁMPœƻȄƛǎǘƛǉŀƳ₳ǘƭƛiskeleœ₳ǊœƛǾ₳iskelesininƳ₳ƘǎǳƭŘŀǊƭƤƐƤƛƭ₳boruǾ₳ōƛǊƭ₳ǒƳ₳sisteminin
universalelastikliyiŀǊŀǎƤƴŘŀƳǸƪ₳ƳƳ₳ƭōƛǊƭ₳ǒƳ₳ŘƛǊ.

Á ₳ȄǎƛƳǸƘŀŦƛȊ₳Ǿŀǎƛǘ₳ƭ₳ǊƛƴŘ₳ƴƛǎǘƛŦŀŘ₳ŜǘƳ₳Ř₳ƴiskeleninǘ₳ƘƭǸƪ₳ǎƛȊȅƤƐƤƭƳŀǎƤǸœǸƴ
ƳǸǾ₳ǉǉ₳ǘƛŀƭǸƳƛƴƛǳƳqoruyucuōŀǊƳŀǉƭƤǉƳǀǾŎǳŘŘǳǊ.

ÁI₳Ǌ{₳Ǿƛȅȅ₳ōŀǒƤƴŀ8-₳ǉ₳Ř₳Ǌhorizontalar/diaqonalar
Á Heightintervalsat every50cm
Á Steelfinishing: hot deepgalvanized
Á Steel tubesq48.3 mm with wall thickness3,2 mm for standardsand 2.3 mm for

diagonalsandledgers
Á Tierheight2m
Á Normativeloadcapacityis2.0 kN/ m2
Á Thespacingof 83 cm with stepsup to 300cm for maintenancewith maximumcapacity

of 150kg/m2 on the mostloadedsurface.
Á Spacingof 115cmwith spacingup to 250cmfor constructionwith maximumcapacityof

300kg/m2 on the mostloadedfloor.

NOTE: technicalspecificationsof the scaffolds(mobileor stationary)usedon the sitewill be
providedon the basisof the designsof the erectedstructuresandpresenteddirectly to the
customer

Å The MP multidirectional scaffolding is the tƛƭƻǎƛƻΩǎsystem with most flexibility and highest 
possibilities of use even in complex situations thanks to the characteristics of quick 
assembly, great modularity, extreme adaptability and high load capacity.

Å The MP modular system consists of simple modular components

Å Full range of accessories to meet any needs on site

Å Simple, fast and intuitive, the assembly and disassembly operations are very quick

Å It can be combined with other models of prefabricated scaffolding in case of curved 
structures and with no linear shapes

Å The MP structures are used to replace any other system of shoring, towers and contrast 
systems

Å The MP multidirectional scaffolding is the perfect combination between the productivity 
of the frame scaffolding and universal flexibility of the tube and joint system

Å A temporary aluminiumguardrail is available for the safe assembly of scaffolding without 
having to use uncomfortable personal protection equipment against falls.

Å Up to 8 ledgers/diagonals per level

Å Height intervals at every 50 cm

Å Steel finishing : hot deep galvanized

Å{ǘŜŜƭ ǘǳōŜǎ q пуΦо ƳƳ ǿƛǘƘ ǿŀƭƭ ǘƘƛŎƪƴŜǎǎ оΣн ƳƳ ŦƻǊ ǎǘŀƴŘŀǊŘǎ ŀƴŘ нΦо ƳƳ ŦƻǊ ŘƛŀƎƻƴŀƭǎ 
and ledgers

Å Tier height 2m

Å Normative load capacity is 2.0 kN/ m2

Å The spacing of 83 cm with steps up to 300 cm for maintenance with maximum capacity of 
150 kg/m2 on the most loaded surface.

Å Spacing of 115 cm with spacing up to 250 cm for construction with maximum capacity of 
300 kg/m2 on the most loaded floor.

Å NOTE: Technicalspecifications of the scaffolds (mobile or stationary) used on the site will 
be provided on the basis of the designs of the erected structures and presented directly to 
the customer

ÅMP œƻȄƛǎǘƛǉŀƳ₳ǘƭƛiskeleǎǸǊ₳ǘƭƛmontaj, ₳ƭŀmodulluq, Ƙ₳ŘŘƛƴŘ₳ƴŀǊǘƤǉǳȅƐǳƴƭŀǒƳŀǾ₳ȅǸƪǎ₳ƪ
ȅǸƪƭ₳Ƴ₳ǉŀōƛƭƛȅȅ₳ǘƛǎŀȅ₳ǎƛƴŘ₳ƳǸǊ₳ƪƪ₳ōǾ₳Ȋƛȅȅ₳ǘƭ₳ǊŘ₳ōŜƭ₳₳ƴœƻȄœŜǾƛƪƭƛȅ₳Ǿ₳₳ƴȅǸƪǎ₳ƪ
ƛǎǘƛŦŀŘ₳ƛƳƪŀƴƭŀǊƤƴŀmalik olanPilosioƳ₳ƘǎǳƭǳŘǳǊ.

ÅMP modulsistemiǎŀŘ₳modulƪƻƳǇƻƴŜƴǘƭ₳ǊŘ₳ƴƛōŀǊ₳ǘŘƛǊ

Å{ŀƘ₳Ř₳ ƛǎǘ₳ƴƛƭ₳ƴ ŜƘǘƛȅŀŎƭŀǊƤ ǀŘ₳Ƴ₳ƪ ǸœǸƴ ŀƪǎŜǎǳŀǊƭŀǊƤƴ ǘŀƳ œŜǒƛŘƛ

Å{ŀŘ₳, ǎǸǊ₳ǘƭƛǾ₳intuitiv, montajǾ₳demontajǇǊƻǎŜǎƭ₳Ǌƛtezbir zamandaƘ₳ȅŀǘŀkecirilir.

Å yʐriǾ₳ŘǸȊȄ₳ǘǘƭƛƪƻƴǎǘǊǳƪǎƛȅŀƭƤprefabrikiskalaƳƻŘŜƭƭ₳Ǌƛƛƭ₳ōƛǊƭ₳ǒŘƛǊƛƭ₳ōƛƭ₳Ǌ.

ÅMP ǎǘǊǳƪǘǳǊƭŀǊƤƘ₳ǊƘŀƴǎƤŘƛƎ₳Ǌdayaqsistemi, ǉǸƭƭ₳ƭ₳ǊǾ₳kontrastǎƛǎǘŜƳƭ₳Ǌƛ₳Ǿ₳ȊŜǘƳ₳ƪǸœǸƴ
ƛǎǘƛŦŀŘ₳olunur

ÅMP œƻȄƛǎǘƛǉŀƳ₳ǘƭƛiskeleœ₳ǊœƛǾ₳iskelesininƳ₳ƘǎǳƭŘŀǊƭƤƐƤƛƭ₳boruǾ₳ōƛǊƭ₳ǒƳ₳sisteminin
universal elastikliyiŀǊŀǎƤƴŘŀƳǸƪ₳ƳƳ₳ƭōƛǊƭ₳ǒƳ₳ŘƛǊ.

Å ₳ȄǎƛƳǸƘŀŦƛȊ₳Ǿŀǎƛǘ₳ƭ₳ǊƛƴŘ₳ƴƛǎǘƛŦŀŘ₳ŜǘƳ₳Ř₳ƴiskeleninǘ₳ƘƭǸƪ₳ǎƛȊȅƤƐƤƭƳŀǎƤǸœǸƴƳǸǾ₳ǉǉ₳ǘƛ
ŀƭǸƳƛƴƛǳƳqoruyucuōŀǊƳŀǉƭƤǉƳǀǾŎǳŘŘǳǊ.

ÅI₳Ǌ{₳Ǿƛȅȅ₳ōŀǒƤƴŀ8-₳ ǉ₳Ř₳Ǌhorizontalar/diaqonalar

ÅI₳Ǌ50 smƘǸƴŘǸǊƭǸƪƛƴǘŜǊǾŀƭƭŀǊƤ

Å PoladǀǊǘǸȅǸ: istiŘ₳Ǌƛƴǎƛƴƪƭ₳ƴƳ₳

Å Poladborularq пуΣо ƳƳΣ divarǉŀƭƤƴƭƤƐƤŘƛǊ₳ƪƭ₳ǊǸœǸƴ3,2 mm, diaqonallarǾ₳horizontallar
ǸœǸƴ2,3 mm

Å YarusƘǸƴŘǸǊƭǸȅǸ2m

Å NormativȅǸƪƎǀǘǸǊƳ₳ǉŀōƛƭƛȅȅ₳ǘƛmin 2.0 kN/m2

ÅᶼƴœƻȄȅǸƪƭ₳ƴƳƛǒǎ₳ǘƘŘ₳maksimumtutumu 150 kq/m2 olantexnikiȄƛŘƳ₳ǘǸœǸƴ83sm-Ř₳ƴ 
300 sm-₳ ǉ₳Ř₳ǊƳ₳ǎŀŦ₳.

ÅᶼƴœƻȄȅǸƪƭ₳ƴƳƛǒƳ₳Ǌǘ₳ō₳Ř₳maksimumtutumu 300 kq/m2 olantikintiǸœǸƴ115 sm-Ř₳ƴ250 
sm-₳ ǉ₳Ř₳ǊƳ₳ǎŀŦ₳.

Å NOTE: SŀƘ╘Ř╘ƛǎǘƛŦŀŘ╘olunanƛǎƪŜƭŜƭ╘Ǌƛƴ(mobilǾ╘yastasionar) texnikiȄǸǎǳǎƛȅȅ╘ǘƭ╘Ǌƛqurulan
ƪƻƴǎǘǊǳƪǎƛȅŀƭŀǊƤƴƭŀȅƛƘ╘ƭ╘Ǌƛ╘ǎŀǎƤƴŘŀǘ╘ƳƛƴŜŘƛƭ╘Ŏ╘ƪǾ╘ōƛǊōŀǒŀǎƛŦŀǊƛǒœƛȅ╘ǘ╘ǉŘƛƳƻƭǳƴŀŎŀǉŘƤǊ.



Our team / |ƚƏģƑņģƏŲȄ
¢₳ŎǊǸō₳ƭƛȅǸƪǎ₳ƪƛȄǘƛǎŀǎƭƤǇŜǒ₳ƪŀǊƭŀǊŘŀƴƛōŀǊ₳ǘkomandaHSS ǸœǸƴƳǸƘǸƳǊ₳ǉŀō₳ǘǸǎǘǸƴƭǸȅǸŘǸǊ

A team of experienced highly qualified professionals is an important competitive advantage for HSS
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DanizMall
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DanizMall
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Knights Bridge
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Portfolio
Knights Bridge
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GaƴŎ₳Mall
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GaƴŎ₳Mall
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